
         Adjustable Wipe Holder 

Item#:  

Quantity:  

Model #:          SAN- 212  

Project #:  

Product Specification: 
Steril-Sil Adjustable Wipe Holder, model #SAN-212. For use with a universal floor stand 
or in a wall-mount application. Heavy duty, 304 stainless steel construction, includes 
double-stick 3M-VHB tape for dispenser application and holes at rear of unit for wall-
mount option. Top adjusts to hold different size wipe containers in place. Made in the 
U.S.A. 

Standard Features: 
• Adjustable wipe holder holds large and small wipe 

containers 

• Fits containers up to 9.875” high 

• Fits containers up to 5.125” wide 

• Top mouth opening is 3.125” in diameter 

• Wall mount or stand mount 

• Includes (2) 4.50” x 1.00” strips of 3M –VHB 

double stick tape for application to universal 

floor stands or to walls 

• Includes (2) holes in rear to mount to wall with 

screws if desired, screws not included 

• Wing nuts for easy adjustment and refilling of 

holder 

• Heavy duty, 304 stainless steel 

• Indoor or outdoor use 

• Made in the U.S.A. 
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Model #: SAN-212 

Version: 11/2020 

Steril-Sil Company, LLC 
Phone: 800-784-5537 

Fax: 617-739-5063 

Email: quotes@sterilsil.com 

www.sterilsil.com 

Notes: 



Adjustable Wipe Holder (cont’d) 
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Model #:SAN-212 

Model # Description 
Wipe 

Container Max 
Width 

Wipe 
Container Max 

Height 

Unit 
Overall 
Width 

SAN-212 
Adjustable wipe holder for floor stand and wall-

mount applications 
5.125” 9.875” 6.25” 

Adjustable Wipe Holder for Floor Stands and Wall Mount Applications 

Easy adjustment for a wide range of wipe container sizes 

Related Products: 

CHS-1-DCHP 
Countertop/wall-mount/stand-

mount refillable sanitizer dispenser 

SAN-230 
Stand mount/wall-mount 

gallon jug holder 

SAN-220 
Stand-mount/wall-mount 

glove and tissue box holder 

SAN-132 
Universal  hand sanitizer 

floor stand 


